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CCTV Monitor / Premium CCTV Monitor

PVM with HD Camera / PVM with IP Camera

4K Monitor / Digital Signage / Video Wall
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>>  7" ~ 42"
>>  Face Detection 
>>  PoE (Easy Installation)
>>  MMP & DVR (Option)
>>  Side LED Bars (High Attraction)
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SIZE 10.1" 13" 22" 27" 32"

IMAGE

DISPLAY

PANEL BACKLIT LED LED LED LED LED

MAX. RESOLUTION 1280 x 800 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080

PIXEL PITCH 0.11292x0.11292mm 0.15285x0.15285mm 0.2483x0.2483mm 0.311x0.311mm 0.3638x0.3638mm

BRIGHTNESS 300cd/m² 400cd/m²  250cd/m² 300cd/m² 350cd/m²

CONTRAST RATIO 800:1 800:1 1000:1 3000:1 3000:1

ASPECT RATIO 16:10 16:9 16:9 16:9 16:9

VIEWING ANGLE (H/V) CR >10 170° / 170° 178° / 178° 170° / 160° 178° / 178° 178° / 178°

COLOR DEPTH 16.2 M 16.7 M 16.7 M 16.7 M 16.7 M 

RESPONSE TIME 30ms 25ms 5ms 12ms 8ms

VIDEO SYSTEM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM

FREQUENCY (H) 30 ~ 80 KHz 30 ~ 80 KHz 30 ~ 80 KHz 30 ~ 50 KHz 30 ~ 80 KHz

FREQUENCY (V) 56 ~ 75 Hz 56 ~ 75 Hz 56 ~ 75 Hz 56 ~ 75 Hz 56 ~ 75 Hz

INPUT/OUTPUT

TVI/AHD/CVI IN / OUT (BNC Type) 1/1 1/1 1 / 1 1 / 1 1 / 1 

INTERNAL CAMERA OUT 1 1 1 1 1

VGA IN (15Pin D-Sub) 1 1 1 1 1

DVR (Optional)

ENCODING H.264 AVI File Format

SYSTEM NTSC / PAL Video System and Video Loss Auto Detection

INPUT FORMAT 1 CH Composite Video Line In

MAX. INPUT / OUTPUT 1.0Vp-p@75 Ohm

OUTPUT FORMAT 1 CH Composite Video Line Out

STORAGE SD Card (FAT 32)

MMP (Optional)

SUPPORT TYPE Audio, Video Audio, Video

SUPPORT FILE FORMAT MPEG1 / MPEG2/ MPEG4 ASP, H.264(1080p@30fps) MPEG1, MPEG4, JPEG, MP3, Support H.264 HD resolution

MEMORY - INTERNAL DDR3 1Gb Memory 2MB Serial Flash

MEMORY - EXTERNAL SD, SDHC (Max, 32GB) SD, SDHC (Max, 32GB)

RESOLUTION HD grade HD grade

CAMERA

IMAGE SENSOR 1/2.9” Sony 2M pixels COMS

VIDEO STANDARD NTSC/PAL

RESOLUTION 1080P

EFFECTIVE PIXELS AHD/TVI/CVI : 1920X1080; CVBS: 1280 (H) x 960 (V)

SCANNING SYSTEM Progressive

S/N RATIO Over 52dB (AGC off)

SYNC SYSTEM Internal

MINIMUM ILLUMINATION 0.1 Lux

SHUTTER SPEED Auto/Manual (x30~1/50,000) / Flk

LENS Board lens Option , ICR Support

VIDEO OUTPUT BNC 1.0Vp-p 75Ω

TRANSMITTER REMOTE CONTROL Yes Yes Yes Yes Yes

AUDIO BUILT-IN SPEAKERS 3W x 2EA 3W x 2EA 10W x 2EA 10W x 2EA 10W x 2EA

FEATURES

FILTER TYPE 3D comb Filter De-interlace 3D comb Filter De-interlace 3D comb Filter De-interlace 3D comb Filter De-interlace 3D comb Filter De-interlace

LIGHT SENSOR FOR SLEEP MODE Yes Yes Yes Yes Yes

NOISE REDUCTION Yes Yes Yes Yes Yes

CABINET
COLOR Black or White Black or White Black or White Black or White Black or White

MATERIAL Metal (w/ Acrylic) Metal (w/ Acrylic) Metal (w/ Acrylic) Metal (w/ Acrylic) Metal (w/ Acrylic)

POWER
CONSUMPTION: <ON < 24W < 24W < 35W < 50W < 55W

ELECTRICAL RATINGS DC 24V DC 24V DC 24V DC 24V DC 24V

CIRCUMSTANCE
OPERATING TEMPERATURE 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F

STORAGE TEMPERATURE -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F

MOUNTS
VESA™ MOUNT SIZE

75 X 75 mm 75 X 75 mm 100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

ACCESSORIES Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter

•  10.1”~32” PVM

•  Built-In HD Camera

•  MMP & DVR(Option)

•  Motion Detection

PUBLIC 
VIEW 

MONITOR
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SIZE 10.1" 22" 27" 32"

IMAGE

  DISPLAY

  PANEL BACKLIT LED LED LED LED

  MAX. RESOLUTION 1280x800 1920 x 1080 1920 x 1080 1920 x 1080

  Brightness 300 cd/m²  250cd/m² 300cd/m² 350cd/m²

  CONTRAST RATIO 800:1 1000:1 3000:1 3000:1

  ASPECT RATIO 16:10 16:9 16:9 16:9

  VIEWING ANGLE (H/V) CR >10 170° / 170° 170° / 160° 178° / 178° 178° / 178°

  COLOR DEPTH 16.2 M 16.7 M 16.7 M 16.7 M 

  RESPONSE TIME 30ms 5ms 12ms 8ms

  VIDEO SYSTEM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM

  FREQUENCY (H) 30 ~ 50 KHz 30 ~ 80 KHz 30 ~ 50 KHz 30 ~ 80 KHz

  FREQUENCY (V) 57 ~ 63 Hz 56 ~ 75 Hz 56 ~ 75 Hz 56 ~ 75 Hz

  INPUT/OUTPUT

  LAN (RJ45) / PoE 1 1 1 1

  Internal Camera Out 1 1 1 1

  VGA In (15Pin D-Sub) 1 1 1 1

  MMP (Optional)

  SUPPORT TYPE Audio, Video

  SUPPORT FILE FORMAT MPEG1, MPEG4, JPEG, MP3, Support H.264 HD resolution

  MEMORY - INTERNAL 2MB Serial Flash

  MEMORY - EXTERNAL SD, SDHC (Max, 32GB)

  RESOLUTION HD grade

  CAMERA

  IMAGE SENSOR SONY EXMOR 1/2.8” 1080p CMOS

  EFFECTIVE PIXELS 1920(H) x 1080(V)

  SCANNING SYSTEM Progressive scanning

  MIN. ILLUMINATION Color: 0.5 Lux (30IRE) / B/W: 0 Lux

  LENS Varifocal 3.0(w)~9.0(t) mm, F1.2(w) - F2.3(t) Optical 3x Focus & Zoom lens

  VIDEO COMPRESSION H.264/MJPEG

  VIDEO STREAMING Single, dual or triple configured by H.264 and MJPEG

  RESOLUTION 1920x1080, 1280x1024, 1280x960, 1024x768, 1280x720, 800x600, 720x480, 640x480

  FRAME RATE 1 ~ 30fps

  VIDEO APPEARANCE Brightness, Contrast, Saturation, Sharpness, Orientation

  ETHERNET STANDARD 10 / 100 Base-T

  PROTOCOL IPv4, IPv6, TCP/IP, UDP/IP, RTP, RTSP, NTP, HTTP, DHCP, FTP, SMTP, DNS, DDNS

  SECURITY HTTPS(SSL), IP Filtering, Multi-level access with password protection

  TRANSMITTER   REMOTE CONTROL YES YES YES YES

  AUDIO   BUILT-IN SPEAKERS Option 3W x 2EA 3W x 2EA 3W x 2EA

  FEATURES

  FILTER TYPE 3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

  LIGHT SENSOR FOR SLEEP MODE Yes Yes Yes Yes

  NOISE REDUCTION Yes Yes Yes Yes

  CABINET
  COLOR Black or White Black or White Black or White Black or White

  MATERIAL Metal (w/ Acrylic) Metal (w/ Acrylic) Metal (w/ Acrylic) Metal (w/ Acrylic)

  POWER
  CONSUMPTION: <ON < 25W < 45W < 60W < 65W

  ELECTRICAL RATINGS DC 24V DC 24V DC 24V DC 24V

  CIRCUMSTANCE
  OPERATING TEMPERATURE 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F

  STORAGE TEMPERATURE -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F

  MOUNTS   VESA™ MOUNT SIZE 75 x 75mm 100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

  ACCESSORIES Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter

•  10.1”~32” PVM

•  Built-In IP Camera

•  MMP (Option)

•  Motion Detection

IP PUBLIC 
VIEW 

MONITOR
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SIZE 19" 22" 32" 42"

IMAGE

  DISPLAY

  PANEL BACKLIT LED LED LED LED
  MAX. RESOLUTION 1280 x 1024 1920 x 1080 1920 x 1080 1920 x 1080
  PIXEL PITCH 0.294x0.294mm 0.24795x0.24795mm 0.363x0.363mm 0.4833x0.4833mm
  BRIGHTNESS 1600cd/m²  1500cd/m² 3000cd/m² 2500cd/m²
  CONTRAST RATIO 1000:1 1000:1 1200:1 1300:1
  ASPECT RATIO 4:3 16:9 16:9 16:9
  VIEWING ANGLE (H/V) CR >10 170° / 160° 178° / 178° 178° / 178° 178° / 178°
  COLOR DEPTH 16.7 M 16.7 M 16.7 M 16.7 M 
  RESPONSE TIME 10ms (R+F) 25ms (GtoG) 9ms (GtoG) 8ms
  VIDEO SYSTEM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM
  FREQUENCY (H) - 53 ~ 90 KHz 53 ~ 90 KHz 53 ~ 90 KHz
  FREQUENCY (V) 49 ~ 75 Hz 49 ~ 76 Hz 49 ~ 76 Hz 49 ~ 76 Hz

  INPUT/OUTPUT
  CAM IN / OUT (BNC Type) 1 / 1 1 / 1 1 / 1 1 / 1 
  HDMI 1 1 1 1
  VGA IN (15Pin D-Sub) 1 1 1 1

  DVR (Optional)

  ENCODING H.264 AVI File Format
  SYSTEM NTSC / PAL Video System and Video Loss Auto Detection
  INPUT FORMAT 1 CH Composite Video Line In
  MAX. INPUT / OUTPUT 1.0Vp-p@75 Ohm
  OUTPUT FORMAT 1 CH Composite Video Line Out
  STORAGE SD Card (FAT 32)

  MMP (Optional)

  SUPPORT TYPE Audio, Video
  SUPPORT FILE FORMAT MPEG1, MPEG4, JPEG, MP3, Support H.264 HD resolution
  MEMORY - INTERNAL 2MB Serial Flash
  MEMORY - EXTERNAL SD, SDHC (Max, 32GB)
  RESOLUTION HD grade

  CAMERA

  IMAGE SENSOR 1/2.9” Sony 2M pixels COMS
  VIDEO STANDARD NTSC/PAL
  RESOLUTION 1080P
  EFFECTIVE PIXELS AHD/TVI/CVI : 1920X1080; CVBS: 1280 (H) x 960 (V)
  SCANNING SYSTEM Progressive
  S/N RATIO Over 52dB (AGC off)
  SYNC SYSTEM Internal
  MINIMUM ILLUMINATION 0.1 Lux
  SHUTTER SPEED Auto/Manual (x30~1/50,000) / Flk
  LENS Board lens Option , ICR Support
  VIDEO OUTPUT BNC 1.0Vp-p 75Ω

  TRANSMITTER   REMOTE CONTROL (Optional) Yes Yes Yes Yes
  AUDIO   BUILT-IN SPEAKERS 10W x 2EA 10W x 2EA 10W x 2EA 10W x 2EA

  FEATURES
  FILTER TYPE 3D comb Filter

De-interlace
3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

  LIGHT SENSOR FOR SLEEP MODE Yes Yes Yes Yes
  NOISE REDUCTION Yes Yes Yes Yes

  CABINET
  COLOR Black or White Black or White Black or White Black or White
  MATERIAL Metal (IP56 grade) Metal (IP56 grade) Metal (IP56 grade) Metal (IP56 grade)

  POWER
  CONSUMPTION: <ON < 55W < 58W < 150W < 290W
  ELECTRICAL RATINGS DC 24V DC 24V DC 24V DC 24V

  CIRCUMSTANCE   OPERATING TEMPERATURE 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F 0 ~ 50°C / 32 ~ 122°F
  STORAGE TEMPERATURE -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F -20 ~ 60°C / -4 ~ 140°F

  MOUNTS   VESA™ MOUNT SIZE 100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

  ACCESSORIES Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter Remote Control, Power Cord, Adapter

OUTDOOR 
PUBLIC VIEW 

MONITOR

•  19”~42” PVM

•  IP56 (Weatherproof)

•  MMP & DVR(Option)

•  Motion Detection
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SIZE 20" 22" 24" 27" 32" 40"

IMAGE

CABINET MATERIAL PLASTIC PLASTIC PLASTIC PLASTIC PLASTIC PLASTIC

COLOR BLACK BLACK BLACK BLACK BLACK BLACK

PANEL

BACKLIT LED LED LED LED LED LED

ASPECT RATIO 16:9 16:9 16:9 16:9 16:9 16:9

VIEWING ANGLE (CR＞10) 178°/178° 170°/160° 170°/160° 170°/160° 178° / 178° 178° / 178°

CONTRAST RATIO 3000:1 1000:1 1000:1 1000:1 1000:1 5000:1

RESPONSE TIME 20ms 5ms 5ms 5ms 8ms 9.5ms

BRIGHTNESS 250cd/m2 250cd/m2 250cd/m2 300cd/m2 300cd/m2 350cd/m2

RESOLUTION 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080

FEATURES 3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

TVL 700 700 700 700 700 700

PLUG & PLAY DDC Compatible
(DDC 2B)

DDC Compatible
(DDC 2B)

DDC Compatible
(DDC 2B)

DDC Compatible
(DDC 2B)

DDC Compatible
(DDC 2B)

DDC Compatible
(DDC 2B)

VIDEO COMPATIBLE NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM NTSC/PAL/SECAM

INPUT/OUTPUT

BNC IN/OUT 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1

VGA IN (15PIN D-SUB) 1 1 1 1 1 1

HDMI 1 1 1 1 1 1

STEREO AUDIO IN 1 1 1 1 1 1

AUDIO

SPEAKER POWER 1.5W x 2 2W x 2 2W x 2 2W x 2 2W x 2 2W x 2

SPEAKERS Built-in Built-in Built-in Built-in Built-in Built-in 

POWER VOLTAGE  100~240VAC  100~240VAC  100~240VAC  100~240VAC  100~240VAC  100~240VAC

POWER CONSUMPTION < 30W < 30W < 30W < 40W < 45W < 60W

WALL MOUNT VESA STANDARD 100 x 100 mm 100 x 100 mm 100 x 100 mm 100 x 100 mm 100 x 100 mm 100 x 100 mm

REMOTE 
CONTROL w/ IR - - - Yes Yes Yes

CCTV 
MONITOR

•  20”/ 22”/ 23.6”/ 27”/ 32”/ 40”

•  Supporting Variety of Video Inputs

•  Standard VESA & Rack Mountable
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SIZE 43" 55"

IMAGE

CABINET MATERIAL PLASTIC PLASTIC

COLOR BLACK BLACK

DISPLAY

BACKLIGHT LED LED

ASPECT RATIO 16:9 16:9

VIEWING ANGLE (CR＞10) 178° / 178° 178° / 178°

CONTRAST RATIO 3000:1 4000:1

RESPONSE TIME 8ms 8ms

BRIGHTNESS 500cd/m2 500cd/m2

RESOLUTION 3840x2160 3840x2160

INPUT/OUTPUT HDMI IN 4 4

FEATURES

PIP/4P 4Windows 4Windows

PBP L/R, Top/Bottom L/R, Top/Bottom

DP MST Multi Stream, up to FHD 4EA Multi Stream, up to FHD 4EA

PCM Precise Color Management Precise Color Management

POWER

CONSUMPTION 85W 150W

INPUT VOLTAGE  100~240VAC  100~240VAC

WALL MOUNT VESA STANDARD 200 X 200 mm
400 x 200 mm

400 X 400 mm
600 X 400 mm

ACCESSORY Power Cord, HDMI cable, Manual Power Cord, HDMI cable, Manual

TRANSMITTER (REMOTE CONTROL) Yes Yes

STAND Two Legs Stand (Optional) Two Legs Stand (Optional)

4K 
MONITOR

•  43”, 55” 4K Monitors

•  3840 X 2160 Resolution

•  FHD Quad View

•  Supporting Variety of Video Inputs
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SIZE 7" 10.1" 17" 19" 22" 24" 27" 32" 42" 55"

IMAGE

CABINET MATERIAL METAL METAL METAL METAL METAL METAL METAL METAL METAL METAL

COLOR BLACK BLACK BLACK BLACK BLACK BLACK BLACK BLACK BLACK BLACK

PANEL

BACKLIT LED LED LED LED LED LED LED LED LED LED

ASPECT RATIO 16:9 16:10 5:4 5:4 16:9 16:9 16:9 16:9 16:9 16:9

VIEWING ANGLE (CR＞10) 90° / 50° 170° / 170° 170°/160° 170° / 160° 170° / 160° 178° / 178° 178° / 178° 178° / 178° 178° / 178° 178° / 178°

CONTRAST RATIO 500:1 800:1 1000:1 1000:1 1000:1 3000:1 3000:1 3000:1 1300:1 4000:1

RESPONSE TIME 20ms 30ms 5ms 5ms 5ms 12ms 12ms 8ms 12ms 6.5ms

BRIGHTNESS 250 cd/m² 300cd/m2 250cd/m2 250cd/m2 250cd/m2 250cd/m2 300cd/m2 350cd/m2 400cd/m2 450cd/m2

RESOLUTION 1024x600 1280 x 800 1280x1024 1280 x 1024 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920 x 1080

FEATURES 3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

3D comb Filter
De-interlace

TVL 700 700 700 700 700 700 700 700 700 700

PLUG & PLAY
DDC 

Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC 
Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

VIDEO COMPATIBLE NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

NTSC/PAL/
SECAM

INPUT/OUTPUT

TVI/AHD/CVI  IN/OUT (BNC Type) 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1

CVBS IN / OUT - - 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1

VGA IN (15PIN D-SUB) 1 1 1 1 1 1 1 1 1 1

HDMI - - 1 1 1 1 1 1 1 1

PC STEREO IN - - 1 1 1 1 1 1 1 1

HEAD PHONE OUT - - 1 1 1 1 1 1 1 1

SPEAKER - - Built-in Built-in Built-in Built-in Built-in Built-in Built-in Built-in

POWER 
VOLTAGE

ELECTRICAL RATINGS DC 12V / 3.33A DC 12V / 3.33A DC 12V / 3.33A DC 12V / 3.33A DC 12V / 3.33A DC 24V / 2.7A DC 24V / 2.7A DC 24V / 2.7A DC 24V / 5A DC 24V /7.5A

PoE PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_AT

PoE_
IEEC802.3_BT  N/A  N/A

POWER CONSUMPTION <15W <15W <20W <30W <35W <40W <50W <55W <90W <160W

WALL MOUNT VESA STANDARD 75 X 75 mm 75 X 75 mm 100 X 100 mm
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

100 X 100 mm 
200 X 100 mm

200 X 200 mm 
400 X 200 mm

400 X 400 mm 
600 X 400 mm

PANEL PROTECTION 
GLASS Option Option Option Option Option Option Option Option Option Option

REMOTE 
CONTROL w/ IR Option Option Option Option Option YES YES YES YES YES

PREMIUM 
MONITOR 

•  7”~55” LED Monitors

•  Supporting PoE (Power Over Ethernet)

•  Easy Installation

•  Standard VESA & Rack Mountable
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SIZE 15" 17" 19" 22" 24"

IMAGE

CABINET MATERIAL METAL METAL METAL METAL METAL

COLOR BLACK BLACK BLACK BLACK BLACK

PANEL

BACKLIT LED LED LED LED LED

ASPECT RATIO 4:3 5:4 5:4 16:9 16:9

VIEWING ANGLE (CR＞10) 170° / 160° 170° / 160° 170° / 160° 178° / 178° 178° / 178°

CONTRAST RATIO 500:1 800:1 1000:1 1000:1 1000:1

RESPONSE TIME 8ms 5ms 5ms 18ms 16ms

BRIGHTNESS 1500cd/m2 1500cd/m2 1500cd/m2 1500cd/m2 1500cd/m2

RESOLUTION 1024 x 768 1280 x 1024 1280 x 1024 1920 x 1080 1920 x 1080

PLUG & PLAY DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

INPUT/OUTPUT

VGA IN (15 PIN D-SUB) 1 1 / 1 1 / 1 1 / 1 1 / 1

HDMI IN 1 - 1 / 1 1 / 1 1 / 1

USB Service (x1) 1 1 1 1

TOUCH SCREEN   10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

GLASS   5T   5T   5T   5T   5T

OSD LANGUAGE Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

FEATURES

FAN O O O O O

IR FILTER Option Option Option Option Option

ANTI-GLARE O O O O O

ILLUMINATOR SENSOR O O O O O

POWER
CONSUMPTION: <ON < 40W < 60W < 70W < 80W < 90W

ELECTRICAL RATINGS 100~240VAC 100~240VAC 100~240VAC 100~240VAC 100~240VAC

CIRCUMSTANCE

OPERATING TEMPERATURE  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F

OPERATING  HUMIDITY 8 ~ 90 (%RH) 5 ~ 90 (%RH) 5 ~ 90 (%RH) 5 ~ 90 (%RH) 5 ~ 90 (%RH)

MTBF 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.)

MOUNTS VESA™ MOUNT SIZE 100x100 mm 100x100 mm 100x100 mm 100x100 mm 100x100 mm

ACCESSORIES Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual

OPEN 
FRAME 

MONITOR
(INDOOR)

•  PCAP Touch(Option)

•  Display Protection

•  Auto Bright Sensor(Illuminator Sensor)
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SIZE 32" 42" 46" 55" 65" 75"

IMAGE

CABINET MATERIAL METAL METAL METAL METAL METAL METAL

COLOR BLACK BLACK BLACK BLACK BLACK BLACK

PANEL

BACKLIT LED LED LED LED LED LED

ASPECT RATIO 16:9 16:9 16:9 16:9 16:9 16:9

VIEWING ANGLE (CR＞10) 178° / 178° 178° / 178° 178° / 178° 178° / 178° 178° / 178° 178° / 178°

CONTRAST RATIO 1000:1 3000:1 3000:1 3000:1 1300:1 4000:1

RESPONSE TIME 10ms 8ms 6ms 6ms 8ms 6ms

BRIGHTNESS 3000cd/m2 2500cd/m² 2500cd/m² 2500cd/m² 2500cd/m² 2500cd/m²

RESOLUTION 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080

PLUG & PLAY DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

DDC Compatible
(DDC 1/2B)

INPUT/OUTPUT

VGA IN (15 PIN D-SUB) 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1

HDMI IN 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1 1 / 1

USB 1 1 1 1 1 1

TOUCH SCREEN   10 Points Projective 
Capacitance Touch

  10 Points Projective 
Capacitance Touch

  10 Points Projective 
Capacitance Touch

  10 Points Projective 
Capacitance Touch

  10 Points Projective 
Capacitance Touch

  10 Points Projective 
Capacitance Touch

PROTECTION GLASS   5T   5T   5T   5T   5T   5T

OSD LANGUAGE Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

Eng/Fr/Spa/Ger/Ita/
Por/Dutch

FEATURES

FAN O O O O O O

IR FILTER Option Option Option Option Option Option

ANTI-GLARE Option Option Option Option Option Option

ILLUMINATOR SENSOR O O O O O O

POWER
CONSUMPTION: <ON < 190W < 320W TBD < 400W < 500W < 650W

ELECTRICAL RATINGS 100~240VAC 100~240VAC 100~240VAC 100~240VAC 100~240VAC 100~240VAC

CIRCUMSTANCE

OPERATING TEMPERATURE  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F

OPERATING  HUMIDITY 10 ~ 90 (%RH) 10 ~ 90 (%RH) 10 ~ 90 (%RH) 20 ~ 90 (%RH) 10 ~ 90 (%RH) 10 ~ 90 (%RH)

MTBF 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.)

MOUNTS VESA™ MOUNT SIZE 100x100, 200x100 mm 200x200, 400x200 mm 200x200, 400x200 mm 200x200, 400x200 mm 400x400 mm 400x400 mm

ACCESSORIES Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual

OPEN 
FRAME 

MONITOR
(OUTDOOR)

•  Sunlight Readable

•  PCAP Touch(Option)

•  Display Protection

•  Auto Bright Sensor(Illuminator Sensor)
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>>  Portrait & Landscape type digital signage
>>  Supporting 4K Resolution 
>>  Face Detection IP Camera
>>  Supporting Variety of Video Format
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ITEM
16:9 (Portrait)

13.3" 21.5" 27" 32"

  IMAGE

  DISPLAY

  PANEL BACKLIT LED LED LED LED
  RESOLUTION 1080 x 1920 1080 x 1920 1920x1080 1080 x 1920
  PIXEL PITCH 0.153 x 0.153 mm 0.248 × 0.248 mm 0.311 x 0.311 mm 0.363 x 0.363 mm
  BRIGHTNESS 400cd/m2 250cd/m2 300cd/m2 350cd/m2

  CONTRAST RATIO 800:1 1000:1 3000:1 3000:1
  ASPECT RATIO 16:9 16:9 16:9 16:9
  VIEWING ANGLE (H/V) CR >10 178°/178° 170°/170° 178° / 178° 178°/178°
  RESPONSE TIME 25ms 5ms 12ms 8ms

  INTERFACE

  USB x1 x2 x2 x2
  WIRELESS WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n
  HDMI IN - - - -
  VGA IN - - - -
  LAN ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet
  STEREO AUDIO IN -  -  -  -

  AUDIO   SPEAKER POWER 3Wx2 3Wx2 3Wx2 3Wx2

  CAMERA

  CAMERA TYPE IP IP IP IP
  IMAGE SENSOR IMAX322 3.15 Mega 1/2.8" SONY CMOS
  EFFECTIVE PIXELS 1920x1080 2065(H) x 1553(V) 3.20 Megapixel
  SCANNING SYSTEM Progressive scanning Progressive scanning

  MIN. ILLUMINATION Color : 0.5 Lux(30IRE) 
B/W: 0.01 Lux(IR LED On) 0 Lux (IR On)

  LENS Fixed 2.7~12mm Motorized lens
  RESOLUTION 1920x1080 Up to 2048 x 1536 3MP
  FACE DETECTION Bounding box around detected face
  MOTION DETECTION Yes Yes Yes Yes

  SIGNAGE SYSTEM

  OS Windows 8.1 32b Android 5.1 Android 5.1 Android 5.1

  CPU Intel Atom Z3735F 2M cashe
up to 1.83GHz

Rockchip RK3288 + ARM Quad-core Cortex 
A17 CPU (Up to 1.8GHz)

Rockchip RK3288 + ARM Quad-core Cortex 
A17 CPU (Up to 1.8GHz)

Rockchip RK3288 + ARM Quad-core Cortex 
A17 CPU (Up to 1.8GHz)

  SYSTEM MEMORY DDR3L 2G DDR3 2Gbyte DDR3 2Gbyte DDR3 2Gbyte

  DISK 32G emmc 8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

  SIGNAGE 
FEATURES

  PLAY MODE Loop Loop/Scheduled Loop/Scheduled Loop/Scheduled

  SOFTWARE ZONE SUPPORT TBD Text Ticker, Images, Video, Camera Feed, 
Slideshow 

Text Ticker, Images, Video, Camera Feed, 
Slideshow 

Text Ticker, Images, Video, Camera Feed, 
Slideshow 

  MEDIA FORMATS Video: avi
Image: JPG

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

  POWER
  CONSUMPTION: <ON TBD TBD TBD TBD

  ELECTRICAL RATINGS DC 24V / 2.7A
& PoE_IEEC802.3_AT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

  CIRCUMSTANCE
  OPERATING TEMPERATURE  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F
  OPERATING  HUMIDITY 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH)
  MTBF (approx.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.)

  CABINET
  MATERIAL Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front
  SIDE LED BAR Green, Red, Blue Green, Red, Blue Green, Red, Blue Green, Red, Blue

  MOUNTS   VESA™ MOUNT SIZE 75x75mm,100x100 mm 100x100 mm,200x100mm 100x100 mm,200x100mm 100x100 mm,200x100mm

  DIMENSION
  DIMENSIONS (W x H x D) TBD TBD TBD TBD
  BOX DIMENSIONS (W x H x D) TBD TBD TBD TBD

  WEIGHT
  NET WEIGHT TBD TBD TBD TBD
  GROSS WEIGHT TBD TBD TBD TBD

  ACCESSORIES Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual

DIGITAL 
SIGNAGE 

PVM

•  Portrait & Landscape type Signage PVM

•  Face Detection

•  Supporting Variety of Video Inputs

•  RSS Feed Feature
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16:9 (Landscape) BAR TYPE

13.3" 21.5" 27" 32" Shelf-Edge 22.9" 37" Stretched 42” Stretched 

LED LED LED LED LED LED LED
1920x1080 1920x1080 1920x1080 1920x1080 1920 x 165 1920 x 540 1920 x 480

0.153 x 0.153 mm 0.248 × 0.248 mm 0.311 x 0.311 mm 0.363 x 0.363 mm 0.301 x 0.301 mm 0.470 x 0.470 mm 0.540 x 0.540 mm
400cd/m2 250cd/m2 300cd/m2 350cd/m2 500cd/m2 700cd/m2 700cd/m2

800:1 1000:1 3000:1 3000:1 1000:1 4000:1 4000:1
16:9 16:9 16:9 16:9 16:1.37 16:4.5 4:1

178°/178° 170°/170° 178° / 178° 178°/178° 178°/178° 178°/178° 178°/178°
25ms 5ms 12ms 8ms 25ms 10ms 8ms

x2 x1 x1 x1 x2 x2 x2
WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.11.b/g/n

- 1 1 1 - 1 1
- 1 1 1 - 1 1

×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet (USB) ×1，10/100M Ethernet ×1，10/100M Ethernet
-  -  -  - -  -  -

3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2
IP IP IP IP Digital IP IP

IMAX322 3.15 Mega 1/2.8" SONY CMOS Sony IMX 219 3.15 Mega 1/2.8" SONY CMOS
1920x1080 2065(H) x 1553(V) 3.20 Megapixel 3280x2464 2065(H) x 1553(V) 3.20 Megapixel

Progressive scanning Progressive scanning Progressive scanning Progressive scanning
Color : 0.5 Lux(30IRE) 

B/W: 0.01 Lux(IR LED On) 0 Lux (IR On) TBD 0 Lux (IR On)

Fixed 2.7~12mm Motorized lens Fixed 2.7~12mm Motorized lens
1920x1080 Up to 2048 x 1536 3MP 1920x1080 Up to 2048 x 1536 3MP

Bounding box around detected face - Bounding box around detected face
Yes Yes Yes Yes N/A Yes Yes

Windows 8.1 32b Android 5.1 Android 5.1 Android 5.1 TBD Android 5.1 Android 5.1
Intel Atom Z3735F 2M cashe

up to 1.83GHz
Rockchip RK3288 + ARM Quad-core Cortex 

A17 CPU (Up to 1.8GHz)
Rockchip RK3288 + ARM Quad-core Cortex 

A17 CPU (Up to 1.8GHz)
Rockchip RK3288 + ARM Quad-core Cortex 

A17 CPU (Up to 1.8GHz)
BCM2837B0
Cortex-A53

Rockchip RK3288 + ARM Quad-core Cortex 
A17 CPU (Up to 1.8GHz)

Rockchip RK3288 + ARM Quad-core Cortex 
A17 CPU (Up to 1.8GHz)

DDR3L 2G DDR3 2Gbyte DDR3 2Gbyte DDR3 2Gbyte 1GB LPDDR2 SDRAM DDR3 2Gbyte DDR3 2Gbyte

32G emmc 8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB) Micro SD (16G, 32G) 8GB eMMC Memory 

(extensible TF/USB)
8GB eMMC Memory 
(extensible TF/USB)

Loop Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop Loop/Scheduled Loop/Scheduled

TBD Text Ticker, Images, Video, Camera Feed, 
Slideshow 

Text Ticker, Images, Video, Camera Feed, 
Slideshow 

Text Ticker, Images, Video, Camera Feed, 
Slideshow TBD Text Ticker, Images, Video, Camera Feed, 

Slideshow 
Text Ticker, Images, Video, Camera Feed, 

Slideshow 

Video: avi
Image: JPG

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: TBD
Audio: MP3

Image: JPEG, BMP

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, H.264, 
WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, GIF

TBD TBD TBD TBD TBD TBD TBD
DC 24V / 2.7A

& PoE_IEEC802.3_AT
DC 24V & 

PoE_IEEC802.3_BT
DC 24V & 

PoE_IEEC802.3_BT
DC 24V & 

PoE_IEEC802.3_BT DC 12V 2.71A DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

 0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~104°F
8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH)

30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.)
Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front

Green, Red, Blue Green, Red, Blue Green, Red, Blue Green, Red, Blue Green, Red, Blue Green, Red, Blue Green, Red, Blue
75x75mm,100x100 mm 100x100 mm,200x100mm 100x100 mm,200x100mm 100x100 mm,200x100mm TBD 100x100 mm,200x100mm 100x100 mm,200x100mm

TBD TBD TBD TBD TBD TBD TBD
TBD TBD TBD TBD TBD TBD TBD
TBD TBD TBD TBD TBD TBD TBD
TBD TBD TBD TBD TBD TBD TBD

Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual
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ITEM
16:9 16:9 BAR TYPE

13.3" 21.5" 27" 32" 40" 43" 49" 55" 65" 75" 86" Shelf-Edge 22.9" 37" Stretched 42” Stretched 

  IMAGE  

 DISPLAY

PANEL BACKLIT LED LED LED LED LED LED LED LED LED LED LED LED LED LED

RESOLUTION 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 3840x2160 3840x2160 3840x2160 1920 x 165 1920 x 540 1920 x 480

PIXEL PITCH 0.153 x 0.153 mm 0.248 × 0.248 mm 0.311 x 0.311 mm 0.363 x 0.363 mm 0.449 x 0.449 mm 0.490 x 0.490 mm 0.559 x 0.559 mm 0.63 x 0.63mm 0.372 x 0.372mm 0.429 X 0.429 mm 0.493 X 0.493 mm 0.301 x 0.301 mm 0.470 x 0.470 mm 0.540 x 0.540 mm

BRIGHTNESS 400cd/m2 250cd/m2 300cd/m2 350cd/m2 480cd/m2 500cd/m2 450cd/m2 450cd/m2 500cd/m2 500cd/m2 500cd/m2 500cd/m2 700cd/m2 700cd/m2

CONTRAST RATIO 800:1 1000:1 3000:1 3000:1 4800:1 3000:1 1100:1 4000:1 1100 :1 4000:1 1200:1 1000:1 4000:1 4000:1

ASPECT RATIO 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:1.37 16:4.5 4:1

VIEWING ANGLE (H/V) CR >10 178°/178° 170°/170° 178° / 178° 178°/178° 178°/178° 178°/178° 178°/178° 178° / 178° 178°/178° 178°/178° 178°/178° 178°/178° 178°/178° 178°/178°

RESPONSE TIME 25ms 5ms 12ms 8ms 9.5ms 8ms 12ms 8ms 8ms 8ms 8ms 25ms 10ms 8ms

 INTERFACE

USB x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2

WIRELESS WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.12.b/g/n WiFi 802.13.b/g/n WiFi 802.14.b/g/n WiFi 802.15.b/g/n WiFi 802.16.b/g/n WiFi 802.17.b/g/n WiFi 802.18.b/g/n WiFi 802.19.b/g/n WiFi 802.20.b/g/n WiFi 802.11.b/g/n/ac WiFi 802.11.b/g/n WiFi 802.11.b/g/n

HDMI IN - 1 1 1 1 1 1 1 1 1 1 - 1 1

VGA IN - 1 1 1 1 1 1 1 1 1 1 - 1 1

LAN ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet (USB) ×1，10/100M Ethernet ×1，10/100M Ethernet

STEREO AUDIO IN - Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone - Line In，3.5mm Headphone Line In，3.5mm Headphone

 AUDIO SPEAKER POWER 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2

 SIGNAGE SYSTEM

OS Windows 8.1 32b Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 TBD Android 5.1 Android 5.1

CPU Intel Atom Z3735F 2M cashe
up to 1.83GHz

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.9GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.10GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.11GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.12GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.13GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.14GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.15GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.16GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.17GHz)

BCM2837B0
Cortex-A53

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

SYSTEM MEMORY DDR3L 2G DDR3 2Gbyte DDR3 3Gbyte DDR3 4Gbyte DDR3 5Gbyte DDR3 6Gbyte DDR3 7Gbyte DDR3 8Gbyte DDR3 9Gbyte DDR3 10Gbyte DDR3 11Gbyte 1GB LPDDR2 SDRAM DDR3 2Gbyte DDR3 2Gbyte

DISK 32G emmc 8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB) Micro SD (16G, 32G) 8GB eMMC Memory 

(extensible TF/USB)
8GB eMMC Memory 
(extensible TF/USB)

 SIGNAGE 
FEATURES

PLAY MODE Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled

SOFTWARE ZONE SUPPORT Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, Camera 
Feed, Slideshow 

Text Ticker, Images, Video, Camera 
Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

MEDIA FORMATS

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP4
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP5
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP6
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP7
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP8
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP9
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP10
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP11
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP12
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP13
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP14
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP15
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP16
Image: JPG, JPEG, BMP, PNG, 

GIF

 TOUCH SCREEN (Optional)   10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

 POWER
CONSUMPTION: <ON TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

ELECTRICAL RATINGS DC 24V / 2.7A
& PoE_IEEC802.3_AT

DC 24V / 2.7A
& PoE_IEEC802.3_AT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT DC24V 5A AC 110 ~ 220V AC 110 ~ 220V AC 110 ~ 220V DC 12V 2.71A DC 24V & 

PoE_IEEC802.3_BT
DC 24V & 

PoE_IEEC802.3_BT

 CIRCUMSTANCE

OPERATING TEMPERATURE  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~105°F  0° ~ 40°C / 32° ~106°F  0° ~ 40°C / 32° ~107°F  0° ~ 40°C / 32° ~108°F  0° ~ 40°C / 32° ~109°F  0° ~ 40°C / 32° ~110°F  0° ~ 40°C / 32° ~111°F  0° ~ 40°C / 32° ~112°F  0° ~ 40°C / 32° ~113°F  0° ~ 40°C / 32° ~114°F  0° ~ 40°C / 32° ~115°F  0° ~ 40°C / 32° ~116°F  0° ~ 40°C / 32° ~117°F

OPERATING  HUMIDITY 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH)

MTBF (approx.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.)

 CABINET MATERIAL Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front

 MOUNTS VESA™ MOUNT SIZE 75x75 mm,
100X100mm

100x100 mm,
200x100 mm

100x100 mm,
200x100 mm

100x100 mm,
200x100 mm

200x200mm,
400x200mm

200x200mm,
400x200mm

200x200mm,
400x200mm

400x400mm
600x400mm

400x400mm
600x400mm

400x400mm
600x400mm

400x400mm
600x400mm

100x100 mm,
100x200mm

100x100 mm,
100x200mm

100x100 mm,
100x200mm

 DIMENSION
DIMENSIONS (W x H x D) TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

BOX DIMENSIONS (W x H x D) TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

 WEIGHT
NET WEIGHT TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

GROSS WEIGHT TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

 ACCESSORIES Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual

DIGITAL 
SIGNAGE 
DISPLAY

•  Portrait & Landscape type Digital Signage

•  Supporting Variety of Video Inputs

•  RSS Feed Feature
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ITEM
16:9 16:9 BAR TYPE

13.3" 21.5" 27" 32" 40" 43" 49" 55" 65" 75" 86" Shelf-Edge 22.9" 37" Stretched 42” Stretched 

  IMAGE  

 DISPLAY

PANEL BACKLIT LED LED LED LED LED LED LED LED LED LED LED LED LED LED

RESOLUTION 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 1920x1080 3840x2160 3840x2160 3840x2160 1920 x 165 1920 x 540 1920 x 480

PIXEL PITCH 0.153 x 0.153 mm 0.248 × 0.248 mm 0.311 x 0.311 mm 0.363 x 0.363 mm 0.449 x 0.449 mm 0.490 x 0.490 mm 0.559 x 0.559 mm 0.63 x 0.63mm 0.372 x 0.372mm 0.429 X 0.429 mm 0.493 X 0.493 mm 0.301 x 0.301 mm 0.470 x 0.470 mm 0.540 x 0.540 mm

BRIGHTNESS 400cd/m2 250cd/m2 300cd/m2 350cd/m2 480cd/m2 500cd/m2 450cd/m2 450cd/m2 500cd/m2 500cd/m2 500cd/m2 500cd/m2 700cd/m2 700cd/m2

CONTRAST RATIO 800:1 1000:1 3000:1 3000:1 4800:1 3000:1 1100:1 4000:1 1100 :1 4000:1 1200:1 1000:1 4000:1 4000:1

ASPECT RATIO 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:9 16:1.37 16:4.5 4:1

VIEWING ANGLE (H/V) CR >10 178°/178° 170°/170° 178° / 178° 178°/178° 178°/178° 178°/178° 178°/178° 178° / 178° 178°/178° 178°/178° 178°/178° 178°/178° 178°/178° 178°/178°

RESPONSE TIME 25ms 5ms 12ms 8ms 9.5ms 8ms 12ms 8ms 8ms 8ms 8ms 25ms 10ms 8ms

 INTERFACE

USB x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2 x2

WIRELESS WiFi 802.11.b/g/n WiFi 802.11.b/g/n WiFi 802.12.b/g/n WiFi 802.13.b/g/n WiFi 802.14.b/g/n WiFi 802.15.b/g/n WiFi 802.16.b/g/n WiFi 802.17.b/g/n WiFi 802.18.b/g/n WiFi 802.19.b/g/n WiFi 802.20.b/g/n WiFi 802.11.b/g/n/ac WiFi 802.11.b/g/n WiFi 802.11.b/g/n

HDMI IN - 1 1 1 1 1 1 1 1 1 1 - 1 1

VGA IN - 1 1 1 1 1 1 1 1 1 1 - 1 1

LAN ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet ×1，10/100M Ethernet (USB) ×1，10/100M Ethernet ×1，10/100M Ethernet

STEREO AUDIO IN - Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone Line In，3.5mm Headphone - Line In，3.5mm Headphone Line In，3.5mm Headphone

 AUDIO SPEAKER POWER 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2 3Wx2

 SIGNAGE SYSTEM

OS Windows 8.1 32b Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 Android 5.1 TBD Android 5.1 Android 5.1

CPU Intel Atom Z3735F 2M cashe
up to 1.83GHz

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.9GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.10GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.11GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.12GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.13GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.14GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.15GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.16GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.17GHz)

BCM2837B0
Cortex-A53

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

Rockchip RK3288 + ARM Quad-
core Cortex A17 CPU (Up to 

1.8GHz)

SYSTEM MEMORY DDR3L 2G DDR3 2Gbyte DDR3 3Gbyte DDR3 4Gbyte DDR3 5Gbyte DDR3 6Gbyte DDR3 7Gbyte DDR3 8Gbyte DDR3 9Gbyte DDR3 10Gbyte DDR3 11Gbyte 1GB LPDDR2 SDRAM DDR3 2Gbyte DDR3 2Gbyte

DISK 32G emmc 8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB)

8GB eMMC Memory 
(extensible TF/USB) Micro SD (16G, 32G) 8GB eMMC Memory 

(extensible TF/USB)
8GB eMMC Memory 
(extensible TF/USB)

 SIGNAGE 
FEATURES

PLAY MODE Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled Loop/Scheduled

SOFTWARE ZONE SUPPORT Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, Camera 
Feed, Slideshow 

Text Ticker, Images, Video, Camera 
Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

Text Ticker, Images, Video, 
Camera Feed, Slideshow 

MEDIA FORMATS

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP3
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP4
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP5
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP6
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP7
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP8
Image: JPG, JPEG, BMP, PNG, GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP9
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP10
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP11
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP12
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP13
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP14
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP15
Image: JPG, JPEG, BMP, PNG, 

GIF

Video: MPEG1, MPEG2, MPEG4, 
H.264, WMV, MKV, TS, flv

Audio: MP16
Image: JPG, JPEG, BMP, PNG, 

GIF

 TOUCH SCREEN (Optional)   10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

  10 Points Projective Capacitance 
Touch

 POWER
CONSUMPTION: <ON TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

ELECTRICAL RATINGS DC 24V / 2.7A
& PoE_IEEC802.3_AT

DC 24V / 2.7A
& PoE_IEEC802.3_AT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT

DC 24V & 
PoE_IEEC802.3_BT DC24V 5A AC 110 ~ 220V AC 110 ~ 220V AC 110 ~ 220V DC 12V 2.71A DC 24V & 

PoE_IEEC802.3_BT
DC 24V & 

PoE_IEEC802.3_BT

 CIRCUMSTANCE

OPERATING TEMPERATURE  0° ~ 40°C / 32° ~104°F  0° ~ 40°C / 32° ~105°F  0° ~ 40°C / 32° ~106°F  0° ~ 40°C / 32° ~107°F  0° ~ 40°C / 32° ~108°F  0° ~ 40°C / 32° ~109°F  0° ~ 40°C / 32° ~110°F  0° ~ 40°C / 32° ~111°F  0° ~ 40°C / 32° ~112°F  0° ~ 40°C / 32° ~113°F  0° ~ 40°C / 32° ~114°F  0° ~ 40°C / 32° ~115°F  0° ~ 40°C / 32° ~116°F  0° ~ 40°C / 32° ~117°F

OPERATING  HUMIDITY 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH) 8 ~ 90 (%RH)

MTBF (approx.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.) 30,000 HRS (MIN.) 30,000 HRS (MIN.) 50,000 HRS (MIN.) 50,000 HRS (MIN.)

 CABINET MATERIAL Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front Metal Bezel with Acrylic Front

 MOUNTS VESA™ MOUNT SIZE 75x75 mm,
100X100mm

100x100 mm,
200x100 mm

100x100 mm,
200x100 mm

100x100 mm,
200x100 mm

200x200mm,
400x200mm

200x200mm,
400x200mm

200x200mm,
400x200mm

400x400mm
600x400mm

400x400mm
600x400mm

400x400mm
600x400mm

400x400mm
600x400mm

100x100 mm,
100x200mm

100x100 mm,
100x200mm

100x100 mm,
100x200mm

 DIMENSION
DIMENSIONS (W x H x D) TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

BOX DIMENSIONS (W x H x D) TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

 WEIGHT
NET WEIGHT TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

GROSS WEIGHT TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD TBD

 ACCESSORIES Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual Power Cord, Manual
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www.lucoms.com

■DAEWOOLUCOMS Co., Ltd.
16 SEOCHO-DAERO, SEOCHO-GU,
SEOUL, 06675 KOREA
TEL: +82-2-560-6182
FAX: +82-2-532-6155

■DAEWOOLUCOMS JAPAN Co., Ltd.
Bureau Shinagawa Rm4081, Konan 4-1-6,
Minato-Ku, Tokyo 108-0075 Japan
TEL: +81-3-6433-2541
FAX: +81-3-6433-2547
e-mail: wlee@lucoms.com

■LUCOMS FARM 
& LIFE SCIENCES Co., Ltd
238 Geumeo-Ro, Cheoin-Gu, Pogok-Eup,
Gyeonggi-do, Korea
TEL: +82-2-5606112
FAX: +82-2-5320249

■DAEWOOLUCOMS AMERICA, Inc.
725 Dell Road,Carlstadt, NJ07072 US
TEL: +1-201-531-1517
FAX: +1-201-531-1519
e-mail: sales@daewoolucomsamerica.com

■DAEWOOLUCOMS EUROPE B.V.
Tupolevlaan 48, 1119NZ, Schiphol-Rijk,
The Netherlands
TEL: +31-20-653-13-49
FAX: +31-20-653-17-39
e-mail: kenchoi@lucoms.com

Distributed by DAEWOOLUCOMS Co., Ltd.


