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Main Specifications

Product Features

Appearance Unit : mm

CPE680K
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Stainless steel 316L explosion-proof product. 

It may be installed in an area where explosive 

gas may be generated or generated,

It is an explosion-proof IR speed dome 

camera equipped with IR light and 36x optical 

zoom 200 megapixel camera.

• Optical 36X zoom, 2.38M Pixel camera

• Explosion-proof grade: Ex d IIC T6

• Material: Stainless steel 316L

• Optical 36x zoom, digital 12x zoom,

2M Pixel camera

• Infrared IR radiation range: 100M

• Pan tilt rotation speed: Pan-40°/s, Tilt-30°/s

• Waterproof and dustproof grade: IP66

• Wiper mounting

Division Specifications

Image sensor
1/1.9“ SONY EXMOR Progressive 

Scan CMOS, 2.38MP 

Effective Pixels 1,945(H) x 1,225(V)

Video Resolution 1080p@60(50fps)

Min. illumination
Color : 0.1Lux(F1.5), B/W : 

0.08Lux(F1.5/IR-out filter on)

S/N Rate 52dB

Zoom Ratio Optical 36x, Digital 12x

Focal Length f=6.0mm~216mm(F1.5~4.8)

Angle of view
H 58.4°(Wide) ~ 2.2°(Tele)  

V 34.1°(Wide) ~ 1.30°(Tele)

D&N Mode Auto/Day(Color)/Night(BW)

Privacy Mask Zone
16 Zones/14 mask color selectable, 

semi-transparency

Digital Image Stabilization Yes

Motion Detection 4 Zones

Back Light Compensation D-WDR / WDR/ BLC / HLC

DNR 2D-DNR / 3D-DNR

Defog Off/Low/Middle/High

Preset Position 256 position Presets

P
a
n
 tilt 

Rotation speed
PAN 0.01~40°/sec,
TILT 0.01~30°/sec

Rotation angle PAN: 360° / TILT: +90~ -90°

Communication 
method

RS-485

protocol PELCO-D / PELCO-P

In
fra

re
d

Wavelength 850nm

IR distance 100M

LED high power LED Ø22 5ea

IR Switch Auto On/Off(Photo Sensor)

Explosion-proof grade Ex d IIC T6 

Material Stainless Steel 316L

Operating temp -20℃ ~ + 60℃

Input power AC100~240V OR AC24V  

Power Consumption ≤75W

Cable entry portion M20XP1.5

Ingress Protection IP66

Dimensions 294(W)X478(H)X270(L)mm

Weight 28 KG
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CPE121K

Main Specifications

• Optical 3X zoom, 2M Pixel camera

• Capable of capturing clear images of up to 

30M subject even when the night image is 

completely dark at 0 Lux

• Pan tilt rotation speed: PAN 25°/s, TILT 20°/s

• Lightning, surge protection

• Add PoE, Onvif

• Dustproof and waterproof rating: IP66

Product Features

Appearance Unit : mm

EXPLOSION-PROOF
MINI PTZ DOME CAMERA
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It is an explosion-proof IP Mini PTZ dome 
camera equipped with IR Light and optical 3x 
zoom 2 megapixel camera.
It can be installed in the area where explosive 
gas exists or can be generated. It is easy to 
install with PoE function.

Division Specifications

Image sensor
1/2.9“ SONY EXMOR Progressive 

Scan CMOS, 2.38MP 

Effective Pixels 1,920(H) x 1,080(V)

Video Resolution 1080p@60(50fps)

Min. illumination
color:0.1Lux@F1.2；black-white

0.01Lux@F1.2

Zoom Ratio Optical 3x

Focal Length 3.5mm--10.5mm; 3x

Angle of view 106.6°(Wide) ~ 51.8°(Tele)

Shutter Speed 1/5 ~ 1/50000

D&N Mode Auto ICR

Video compression H.264/MJPEG

Motion Detection 4 Zones

Preset Position 16 position Presets

P
a
n
 tilt 

Rotation speed
PAN : 0 ~ 25°/sec,
TILT : 0 ~ 20°/sec

Rotation angle PAN: 355° / TILT: -90°

N
e
tw

o
rk

 

Network interface RJ-45(10/100Base-T)

Standard protocol Onvif

Network protocol
TCP/IP、HTTP、DHCP、DNS、
DDNS、RTP、RTSP、PPPoE、

SMTP、NTP、UPnP 

In
fra

re
d

IR distance 30M

LED High power LED 2ea

IR Switch Auto On/Off(Photo Sensor)

Explosion-proof grade Ex d IIC T6 

Material Stainless Steel 316L

Operating temp -20℃ ~ + 60℃

Input power DC12V 2A, PoE

Power Consumption ≤10W

Cable entry portion M20XP1.5

Ingress Protection IP66

Dimensions Ø160X150mm

Weight 8 KG
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MINI PTZ BULLET CAMERA

CBC4Z

• 4X Optical Zoom, 2M Pixel Camera

• Infrared IR radiation range: 20M

• Pan tilt rotation speed: PAN 20°/s,TILT 20°/s

• Add PoE, Onvif / Wifi(Option) 

• Dustproof and waterproof rating: IP66

4

It is an IP Mini PTZ Bullet
camera equipped with IR
Light and optical 4x zoom 2 
Megapixel camera. Small and 
light, easy to install with Wifi
and PoE function.

Product Features

It is a network PTZ dome
camera equipped with IR
Light and optical 3x Zoom
2Megapixel camera. Small
and light, easy to install 
with PoE function.CDC3Z

MINI PTZ DOME CAMERA

• 3X Optical zoom, 2M Pixel camera

• IR Infrared Range: 30M

• Pan tilt rotation speed: PAN25°/s,TILT20°/s

• Lightning, surge protection

• Add PoE, Onvif

• Dustproof and waterproof rating: IP66

Product Features

Division Specifications

Image sensor 1/2.9“ CMOS, 2MP 

Effective Pixels 1,920(H) x 1,080(V)

Video Resolution 1080p@60(50fps)

Min. illumination
color:0.1Lux@F1.2；

black-white 0.01Lux@F1.2

Zoom Ratio Optical 3x (f=3.5--10.5mm)

Angle of view 106.6°(Wide) ~ 51.8°(Tele)

Shutter Speed 1/5 ~ 1/50000

Video compression H.264/MJPEG

Preset Position 16 position Presets

P
a
n
 tilt 

Rotation speed
PAN : 0 ~ 25°/sec,
TILT : 0 ~ 20°/sec

Rotation angle PAN: 355° / TILT: -90°

N
e
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o
rk

 
Interface RJ-45(10/100Base-T)

protocol Onvif, SDK, Private Protocol, CGI

Network 
protocol

HTTP, TCP/IP, DHCP,  RTSP, 
SMTP, DNS, DDNS, PPPoE, UPnP

In
fra

re
d

IR distance 30M

LED High power LED 2ea

Operating temp -20℃ ~ + 60℃

Input power DC12V 2A, PoE

Power Consumption ≤10W

material High-strength plastic

Ingress Protection IP66

Dimensions Ø110 X 90.5mm

Weight 750g

Division Specifications

Image sensor 1/2.9“ CMOS, 2MP 

Effective Pixels 1,920(H) x 1,080(V)

Video Resolution 1080p@60(50fps), Dual Stream

Min. illumination
color:0.1Lux@F1.2；

black-white 0.01Lux@F1.2

Zoom Ratio Optical 4x (f=2.8~12mm)

Angle of view
H 58.4°(Wide) ~ 2.2°(Tele)  
V 34.1°(Wide) ~ 1.30°(Tele)

Shutter Speed 1/25 ~ 1/10000

Video compression H.264

Preset Position 76 position Presets

P
a
n
 tilt 

Rotation speed
PAN : 0 ~ 22°/sec,
TILT : 0 ~ 20°/sec

Rotation angle PAN: 180° / TILT: -55°

N
e
tw

o
rk

 

Interface RJ-45(10/100Base-T)

protocol Onvif 2.4ZW Private Protocol

Network 
protocol

IPv4,HTTP, TCP/IP, FTP,
NTP,RTSP,UDP,SMTP,DNS,DDNS

In
fra

re
d

IR distance 20M

LED High power LED 6ea

In
te

r
fa

ce

audio 1CH (G.711U)

SD Card Max 64GB support

Operating temp -20℃ ~ + 60℃

Input power DC12V 2A, PoE

Power Consumption ≤10W

material High-strength plastic

Ingress Protection IP66

Dimensions 87.5(W)X90.7(H)X168.5(L)mm

Weight 500g
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Iris recognition access control terminal

It is an iris recognition terminal that can
register and inquire both eyes quickly and
accurately. Iris recognition technology can
be applied to contact and applications in a
non-contact way.
It can be used conveniently by guiding the
LCD screen of the product itself.

Division Specification

Authentication 
speed

Within 1 second

Recognition 
distance

40cm ~ 45cm

Authentication 
method

Iris / RFID card

Iris storage 
capacity

30,000 persons

Network TCP/IP 10/100/1000 Base-T

CPU
A83T(ARM Cortex™-A7, 
Octa-Core),1.8GHz)

Memory 1024MB DDR3/ 16GB eMMC

Image standard
Meets ISO 19794-6 ;  
exceeds 4.0 lp/mm @ > 60% 
contras

Card reader 13.56MHz ISO 14443 A

Communication 
support

TCP/IP, RS-232, RS-422, RS-485, 
Wiegand

Operating 
temperature

-20℃ ~ 60℃

Interface
USB 2.0 High Speed. Touch 

LCD, Tcp/ip communication

Supply voltage

Independent power supply 

require : 5,000 mA at 12.00V

(supplied with system)

LED Size 5 inches

Size 194 x 133 x 103 mm

• Both stand-alone stand-alone and server 
authentication methods are available.

• Accurate verification when wearing glasses
or goggles.

• With distance guidance function.
• RFID card authentication possible.
• Iris and face images can be taken 

simultaneously.
• Hygienic and convenient shooting with 

non-contact shooting.
• Fast and convenient registration / 

authentication function.

CIR-100
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Product Features

Appearance Unit : mm

Main Specifications
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