
HD High-quality CMOS sensor resolution 

● A unique way of winding facilitates users operation

● 4.3" LCD screen makes it clearer for users

● High-quality CMOS sensor resolution is 1280*720 pixels

● Video snapshooting and recording help users not miss anything

● Optical lens view angle is 50°

● Mini 5.2mm waterproof camera with flexible extended tube

● Manufactured and tested to IP67 waterproof standard

● 3 feet flexible extended tube allows for easy surveying of small 

     and hard-to-reach places

● 4 AA batteries for power supply

● Camera head equips with these accessories including magnetic

     tip, mirror tip and hook

Diameter Of Camera Head

Image Sensor

Effective Pixel 1280*720pixels

Horizontal Viewing Angle 50±5°

Waterproof Level  IP67

Items Specifications

CAMERA

CMOS

1.0 Megapixels HD PALMSCOPE 
CAMERA WITH RECORDING FUNCTION
Model�No.:GL8711

Application�scenario

φ5.2mm

Display Size

Screen Resolution

Image Zoom 2x variable digital zoom

Interface Micro USB

Power Supply  4AA Batteries

480(RGB)*272

4.3" TFT LCD monitor  

Power consumption  320mA（MAX）

Operation Temperature  –10～+50℃

Storage Temperature  -20～+60℃

Operation Humidity  15%～85%RH

Items Specifications

MONITOR

FEATURES

Recording Format .AVI

Official Website

3rd Floor, Building A2, Xinghong Science Park, No.111 
Shuiku Road, Xixiang, Bao'an, Shenzhen, China(518102) 

TEL :�+86-755-36382938—8010

Increase�Visibility�with�2×zoom�CapabilityIncrease�Visibility�with�2×zoom�Capability

HD High-quality CMOS sensor resolution 
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Photo Format .JPG

4.3"�LCD�Screen�Makes�it�Clearer�for�
Users

4.3"�LCD�Screen�Makes�it�Clearer�for�
Users

Snapshooting/Recording Help Users not 
Miss Anything

Flip and Mirror Function Help Users 
Adjust the View
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Waterproof�Grade�is�IP67Waterproof�Grade�is�IP67
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